Technische Daten

Maximale Ausgangsleistung
Nennleistung
Ausgangsimpedanz
Trennfrequenz
Signalrauschabstand
Maximale Stromaufnahme

Eingangsempfindlichkeit 1%

Betriebsspannung
Abmessungen

Gewicht (mit Zubehor)

USB 8

160W (80W x 2)
100W (50W x2)
20 + 20
50~100 Hz
>60dB

12A

RCA input 50mV-0.2V
Speaker input 0.8V

14.4V (10-16V)
345x240x74mm

5kg

Technical Specifications USB 8

Maximum output power

Rated power

Output impedance

Crossover frequency

S/N (A)

Maximum Current Consumption

Sensitivity (Distortion level 1%)

Source Voltage
Size

Weight (including accessories)

160W (80W x 2)
100W (50W x2)
20 + 20
50~100 Hz
>60dB

12A

RCA input 50mV-0.2V
Speaker input 0.8V

14.4V (10-16V)
345x240x74mm

5 kg

USB 10

350W (175W x 2)
175W (85.5W x2)
20 + 20

50~100 Hz
>60dB

12A

RCA input 50mV-0.2V
Speaker input 0.8V

14.4V (10-16V)
369x275x82mm

6.5 kg

USB 10

350W (175W x 2)
175W (85.5W x2)
20 + 20

50~100 Hz
>60dB

12A

RCA input 50mV-0.2V
Speaker input 0.8V

14.4V (10-16V)
369x275x82mm

6.5 kg

ETUN

Montageanleitung
Instruction Manual

8 INCH SUPER COMPACT
ACTIVE SUBWOOFER

USB 8/ USB 10




Einbauvorschlage

Suggestion of subwoofer placement

Im FuBraum
In compartment

Unter dem Sitz
Under the seat

Im Kofferraum
In trunk
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a. 12V Schaltspannung
b. Hochpegeleingang
(direkt vom Lautsprecher-
ausgang Radio)

Chinch-Eingang

Laufzeit-
korrektur (0/180)

Ubergangsfreq. (50-100Hz)|

Ei findlichkeit
ingangsemprincichkel Pegelfernbedienung

Achtung: (1) Benutzen Sie entweder Chincheingange ODER Hochpegeleingange.

NIEMALS beide Eingange gleichzeitig!

(2) Vergewissern Sie sich, daf® bei Benutzung der Chinch-Eingange die Schaltspannung
(blau/weisse Leitung) angeschlossen ist!.

Gelb Sicherung 412y
- {10A}
| Schwarz (-12V zur Karosseriemasse)
Blau/Weiss

— In dieser Variante nicht genutzt
Grau/Schwarz and Grau
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Lautsprecher

Weiss/Schwarz and Weiss
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Black wire (Power -) near to metal part of vehicle body
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Audio device control wire
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linker Ausgang
Anschlussdiagramm Funktionskontrolldiagramm Anschlussdiagramm 1 (Hochpegel) Anschlussdiagramm 2 (Chinch-Eingang)
NOTE: (1) Use either RCA line level or speaker level inputs. Do not connect both at the same time!
(2) Be sure to connect the Audio device control wire (Blue/White) to Audio device when
RCA line level inputs.
ye?glgabr;c?; Power/High level input Yellow wire F,_% Power + Yellow wire F%iE Power +

Blue/White
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Wiring diagram
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Phase (0/180)
a. Power input
X-OVER FREQ (50-100HZ) b. High level signal input

RCA signal input
GAIN g e

Remote Controller

Functions controlling diagram

| Black wire (Power -) near to metal part of vehicle body

Ji — Blue/White wire .+ used in this system

Grey/Black and Grey wire

Speaker
Right channel output

device
S
Speaker

Left channel output

White/Black and White wire
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Wiring diagram 1 (High level input)

Black wire (Power -) near to metal part of vehicle body
>

Audio device control wire

G >

RCA signal wire
> .
device

Blue/White wire
-

Wiring diagram 2 (Low level RCA input)



