


congratulations ... 

Congratulations on !.lour purchase of a Lanzar VECTOR series amplll'ler. You have purchased 

a quallt!.l product designed and engineered to give !.IOU man!.l !.Iears of uncompromlsed 

musical service. VECTOR series ampll'lers are designed with the latest technolog!.l avaDable. 

which provides headroom for even the most demanding peaks and d!.lnamlc ranges 

found on modem CO's and recordings. 
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features and specifications features and controls 
2 ch limp VCT-2010 

2 ch amp VCT-2010 

--- WPJen us«f wfth notmIi, full tantIt system, III this swItr:h to 'RILL' . ... _1I14A1 DC, IIOt1 Jlt:T-2Itll 
"you wi$h to use the intmJM cnmover to power • drive, or specific .'-'84_ 35 Kl/ttsx2 
frequency range, use the 1PPor 1/PP FOR the 'l.OWPASS" OR 
HIGHPASS" ssttillflS. 11184_ 45 Kl/ttsx2 

111l1li11111'''''' EfIIlb/es the matching uf Input levels to the output levels from h.d unn 
.,..81_ 70 Kl/ttsx2 

(or othsr siDfIIl sourr::s). Th8 input SBIJSitMty of adjustment IiIlgss from 1III8Z_ 100 Kl/tts X 2 
6Vto200mV. -,...."., 8fX) Kl/tts 

c,...,. ' •••• " c.drol W1'I8n crossoVlr mode SBiBctor is in HIGHPASS modB. this control sets ""_114.."., 1()()() Kl/tts 
tile IOWlJr frequency limit for ,udlo program sent to tIM speakefJ. 
When crossOMlr mode SBisctor is in LOWPASS mod,. this control slItS "-- 15Hz-30KHz 
tIItI upper frequency Dmit for audio program sent to 1M S{JeIen. .,.."., 

""I •• ". 
Th8 crossovsr is continuously vviibl8 adjustment from 40 to 250 Hz. IIr_",.,. IOKDhms 
T1Iis seJ&1.rJr switch permits the bass level an incrrJI.StJ of 18dB. ., SfJlSiIiriIJ 

I .. IMI ..... T11is IITIP futures RCA type jacks for high imptdanct Input IIr_",.,. 2IXJmV-6V AdjustJble 
UBI theY wffh car stereo output which uses RCA typtJ connector C8lJ1es. 

hI ... lml .... If your car stsrso jacks ,re not RCA typ8 output, us, "" high-low flvel ".- >95dB 
input IIIIptrJr to connect the speaker output lelds of ctlfSitreo ,nd the -.""".. >65d8 
RCA input jacks of 1ITIfJ. .......... -AIIIII ....... n,;, Imp fWures RCA jIcks for AUX line outputr. ""- 40Hz-250Hz 

000000000000000000000 

@-:® ®® AJil§il ~ 
'@' ,@. 

low level inputs _________ --' 
AUX lineoulpuls ____________ ...J 

inpull",1 control ________________ .J 

L... ________ power/prolect'ln LED 

L... ________ ....:~_ crossover frequency control 
L.. _________ ..:.._ crossover roode selo:Ior 

L.. ___________ ..:.._ Bass Boostseleclor 

Use th6s6 for unlimit9d systsm SKPB/fsion to thB next VECTOR. .- 40Hz-250Hz _18 
Tbis indic:tltDr is illuminlifed in GREEN when power is IPplltJd. _NOlI 01+18118 _18 
This indiCItor is iIIuminitstI in RED wfHN'I thB built-In protsction ciIwitry 
Is M:tkIIBd. --. ........... -- "'" 11M _111< _and yourcat'$ ___ from ""'" -- 2-4Dhms 
cin:uit conditions. ... - 4-8Dhms -- USf thI:u connectors to dIIMr power, ground, and IImOtf tum-on control 

___ 2Il4x2 

0000000000 

~--lla!i~1 pa.wr lenninals 

toth .. mplilier. ,...~ .... 14.4V DC Neg. Ground (10.5-16V) -- T1Ifse tJnnlnl/s are to lIUfIIIItM high conductlvlti IItI/ minimum slgNlloss. _(W,II'!J 
_ 270x45.2xl90 ~------------------------------------- ~rure - 10.63x 1.78x 7.48 

~ VECTOR OWNI.'. MANUAL - 2 ~ VECTOR OWNI!.'. MANUAL - I 



features and specifications features and controls 
2 ch amp VCT-26ID 2 ch amp VCT-26ID 

_r ....... I •• r When used with normal, tuff range system, set this swltdl to 'FULL' . oUlp" ,_OlUrOC, 1KHz VCT·261D 
"you wish ro use the internal crossover ro power a driver or specific I/JII ,."" II 4 /IIw 300 Waltsx2 
frequency range, /IS8 the "LPPor 'HPF" FOR the 'WWPASS' OR 1111 II 4 "",. 450 Waltsx2 HIGHPASS' ssttings. 

I/JIII'mr II Z /IIw 600 Waltsx2 _ .. uti .... c ....... Enables the matching of Input levels to the output levels from head unit 
(or othsr siQnal SOU1C6). Th8 input SBIlSitMty of adjustment rangflS from 1111 II Z "",. 900 Waltsx2 

sub sonic level control -----t~=====~~IL-------

P>ii --------- bass boost level control 

6Vto200mV. _I'mr/llfpll 60IJIJ Walts 
CI'OIIIIW fnIIIulRCJ elMI When crossovsr mode SBiBctor is in HIGHPASS mods, this control sBts "".. """"4 /IIfpII 60IJIJ Walts 

the lower frequency limit for audio program sent to the speakers. 

~- 15Hz-30KHz 
When crossovsr mode SBisctor is in LOWPASS mods, this control sBts . .."., the upper frequency limit for audio program sent to the speakers. 
T11B crossovsr is continuously variabl8 adjustment from 40 to 250 Hz. "" IImI "."". 10K Ohms 

1I.ItDDII.",1 c ...... Tnis control permits adjustment of the bass level up to an increase of .lIIIIiIirify 
approximately up to f8dB. "" IImI "."". 200mV-6V Adjuslabl. 

aull IIIIIIc c ...... When the sub sonic selector swffch is in "ON" mode, this filter control ""- >95dB 
permits continuously variable adjustment from 10 to 100Hz -"""",. 

>65dB law 1 ... 1 11,111: Tnis amp features RCA type jacks far high impedance input 
USB th6s8 with car stemo output which uses RCA type connector cables. .......... "".,. 

hlJlIl ... II •• 1II: "your car srereo jacks are not RCA type output, use the high-lOW level """. 40Hz-250Hz 
input adaptor to connect the speaker output leads of car stereo and the .". 40Hz-250Hz 
RCA input jacks of amp. tar""", O-+I8dB AUXII ... __ T11is amp features RCA jacks for AUX line outputs. "",-- IfJ-lOO Hz Use these for unlimited sysrem expansion to the next VECTOR. --.-..... _LED T11is indicator is illuminated in GREEN when power is applied. 

praIecIl ... LED T11is indicator is illuminated in RED when the built-in protllcfion circuitry -- 2-4 Ohms 

low level inputs -~========::II=='~~1~~1~1~1t==~t==~~t======:=:::..- power/protection LED 

AUX line outputs crossover frequency control 

input level control crossover mode selector 

.... ---------------- sLtlsonicefilterswitch 

Is actJratsd. ",.- 4-8 Ohms -- T11e fuSIJ protects the amplifier lind your car's electrical system from short ...... _- 6OAx2 
circuit conditions. -,.,,.,,. 14.4V DC Neg. Ground (IO.5-16V) 

..... t. .. I .... Use these connectors to deliver power, ground, lind remore tum-on corrtrol tiIMrifIlr /',. H xL) to the amplifier. 
..... I •••• dI .. T11ese rennina./s lire to guarantee high conductivity and minimum sirJna.J loss . ... 210 X 45.2 X 558 ,... 10.63 X 1.78 X 21.91 

speaker connections power terminals 

00000000 

~--mllilll 
L.. _______________ power!use 

;;f;;;;;;. VEe OR 0 NUl'S AIIU L - ;;f;;;;;;.-~V~E~C"T"O"R~O~WJ.II!"S MAN U A L - 5 



features and specifications features and controls 
.q ch amp VCT -.qIlO .q ch amp VCT-.qIlO 

- --t-it--- '_tR.tEl,!Jii]'_lIil Bass Boost selector ~~~ ;LI 
1111 !;IT '1'£1111 

" ___ ------~!.~;~I-i'~t::.::::======~ ___ I~ I crossover mode selector 

_r ....... I •• r When used with normal, tuff range system, set this swltdl to 'FULL' . oUlp" ,_OlUrOC, 1KHz VCT·411D 
"you wish ro use the internal crossover ro power a driver or specific I/JII ,."" II 4 /IIw 50 Waltsx4 
frequency range, /IS8 the "LPPor 'HPF" FOR the 'WWPASS' OR 1111 II 4 "",. 15 Waltsx4 HIGHPASS' ssttings. 

I/JIII'mr II Z /IIw 100 Waltsx4 _ .. uti .... c ....... Enables the matching of Input levels to the output levels from head unit 
(or othsr siQnal SOU1C6). Th8 input SBIlSitMty of adjustment rangflS from 1111 II Z "",. 150 Waltsx4 
6Vto200mV. _I'mr/llfpll 2000 Walts 

CI'OIIIIW fnIIIulRCJ elMI When crossovsr mode SBiBctor is in HIGHPASS mods, this control sBts "".. """"4 /IIfpII 4000 Walts 
the lower frequency limit for audio program sent to the speakers. 

~- 15Hz-30Hz 
When crossovsr mode SBisctor is in LOWPASS mods, this control sBts . .."., the upper frequency limit for audio program sent to the speakers. 
T11B crossovsr is continuously variabl8 adjustment from 40 to 250 Hz. "" IImI ,.",. 10K Ohms 

1I.ItDDII.",1 c ...... Tnis control permits adjustment of the bass level up to an increase of .lIIIIiIirify 
approximately up to f8dB. "" IImI ,.",. 200mV-6V Adjuslabl. 

law 1 ... 1 11,11: Tnis II1Ip features RCA type jacks for high impedance input ""- >95dB 
USB th6s8 with car stemo output which uses RCA type connector cables. -"""",. 

>65dB hlJlIl ... II •• 1I: "your car stllreo jacks are not RCA type output, use the high-low level 
input adaptor to conn9Ct the speaker output leads of car stereo and the .......... "".,. low level inputs (CH1/2) 

RCA input jacks of amp. ",,"'" 40Hz-250Hz 
AUX line outputs AUX II ... _. Tnis amp features RCA jacks for AUX line outputs. 

I/IJII "'" 
40Hz-250Hz 

Use these for unlimited systllm expansion to the next VECTOR. --",.,.."., input level control (CHll2l 
_LED Tnis indicator is illuminated in GREEN when power is applied. -- 2-16 Ohms 

praIecIl ... LED Tnis indicator is illumiflBted in RED when the built-in protllction circuitry 
ttftJed- 4-16 Ohms 

crossover frequency control (CH1/2) 

is actitatBd. 

..... -Tbe fuSIJ protects the amplifier and your car's electrical system from short --- 3OAx2 

000000000000000000000 @ 

®~®®®P .. ~~~~ ®® 7 
~ClII2~ ~-CH5I4~ 

-':::::::====:Jr=~~t~t~t~t==1~~1~~~t:====::::::::.... powerfprotectkm LED 

....----------- low 1 ... 1 i,.,usrCH>41 

....-------------- inpull ... lcootrrnr,"", 

.... ----------------- crossover frequency control (CH3I4) 

circuit conditions. -,.,,.,.,, 14.4V DC Neg. Ground (1O.5-16V) 
pawate .. l .... Use these connectors to deliver power, ground, and remote tum-on corrtrol IIiaGiIar/'h.I1J 

to the amplifier. -210 X 45.2 X 356 ...... 1 •••• _ .. Tbese tlInninals are to guarantee high conductivity and minimum signal loss . .... 10.63x 1.78x 14.02 

@ 000000000000000000000 

~~==~;~~~;I~a~iE~~-~II~~-~~·~~-'~~·~~~~~~~~~II==~~ CJ Cl @ e-----c§) .. I~ .... I~. 

speaker comections 
power fuse power terminals 

;;f;;;;;;;. VEe OR 0 NUl'S AIIU L - 6 ;;f;;;;;;;.-~V~E~C"T"O"R~O~WJ.II!"S MAN U A L - 7 



features and specifications 

-------lUll ...... 1II1II 
1_111111''111: 

In,.._ MIIIIIwIty 
1_,..tllII, 
...... c.1trI1 
...- ..... 11" 

AUXII ...... ... 

_LID 
...... I .. UD 

-W/llnl ... II,.rt 

-/l .... --~ 

------

I ch amp VCT-ISOOD 

f_the_oflnput-"'the_---unIt D",,,,_014A111C.1111z IICT·'UII' 
(ar __ """",J. .",...04_ 3W tIlIttsx 1 
"'" contTOIpermlfrld/USfment "the bass - up 0> III - 01 III 04 _ 450 tIlItts x 1 
_uptol8dB. 
VaJlablold/ustment_,5O>4O/Iz. .",.".,02_ 450 tIlIttsx 1 
77ti, amp _'" RCA type jac/r$ for high impodanco Input l1li 0 2 ... 650 tIlItts X 1 
Use these with car stereo output which uses RCA typf connector cables. _ ,.,..,.. 500 Wottts X 1 
Tbslnput sensitivity of adjuStm6nt rafI(JBS from 8Vtr12OOmV. ,., .,.. 1()()() ~tts X 1 
VaJlabield/u,'ment_50to 150Hz. _,.".,.."., 1500 tIlIttsx 1 
Adjust th8 low pass 'ignal via th8 enclosed "mot> control. __ ____ 15 Hz-150 Hz ___ _ 
Shift Illows 0 rmgrees 180 degrees. IJ~I'''''-

Tbis iITIP flatures RCA jacks or AUX line outputs. """, """.",., 
Use thIJSB for unlimited system expansion trJ the naxt VECTOR. _1eteI.,. ---- 10K Ohms 
T11is Indamr is illuminattJd in GREEN wh9ll power Is applisd. """,..""", ---- O.2V-8V 
111;s indica.trJr is illuminamd in RED when tfIe built-in protsction circuitry ,." 1eteI/JpIfJ 200mV-8V Adjustable _ _ _ 
is actirItsd. 
IIASTER/SlAVf signBI f2iJ1e. ". - >95dB 
In tIM SLAVE-Modi thtJ iflJplifiBr Milts as (I SLAVE amp. this mdlns dIIIIeI."".". >65dB 
only thIJ audiosigmll of the MASTER amp will be ,mplJfi6d. __ tiIIJtI 
AJI controllsls on t!Js SLAVE Amp are rrithout function and will btl mumBd 11ft,. ----
bythollAS1fR 1U1I/I. llallal----In fMlIASTER-Modo (Low Pass"""'" JJfXI are abIo" /imIt IfII f",,_ _ _____ _ 

to.-witflthe,OWPOSS-.NlCOIJ_,.IIBICiM. __ _ 
llMfuu_lfII_andyourcar. ___ short ---____ _ 

titr:uitCOlJdiOOns. --Us. _ COIIII6CIoIs 0> _""""ground. and """" "'IIHJII contTOI ... _ ----
toth .. mplifiel. ..... _ .... JI.i<1x2 

50Hz-150Hz - - -
0-+18118 
15-40Hz 

2-8Ohms 
1-8 Ohms 

77tm ~nnlfllls." 0> gumn ... high conducrMtt and _mum _los.. _IWII..... 14.4V DC Neg. Ground (10.5-16V) 
tiIIeaifar (It lB. I) 

_ 210.45.2.308 
_ 10.63x1.18112.13 

VECTOR OWN.a's MANUAL - • 

features and controls 
I ch amp VCT-ISOOD 

power LED -.::::~====:t=t=t1==t====t=1=r1=t=t====::::::::.... prtXectiooLED 

input sensitivity switch phase controller 

input level control bass boost II!YI!I contrDl 

sub sooic level control rerrde control 

low level inputs low pass finer L.. _____________ AllXlineotJljJli:! 

@ 000000000000000000000 

speaIorronnedilll1! ....=.+--1. .E[QJ _. I; : :II--~"" _tlelminaJs 

@ --

master/slavemodeswil!:h :============~_J master/slave cable port 

L.. ______________ rfuse 

~ VECTOR 0 I!a's MANUAL - • 



features and specifications 

-------lUll ...... 1II1II 
1_111111''111: 

In,.._ MIIIIIwIty 
1_,..tllII, 
...... c.1trI1 
...- ..... 11" 

AUXII ...... ... 

_LID 
...... I .. UD 

-W/llnl ... II,.rt 

-/l .... --~ 

------

I ch limp VCT-3000D 

f_the_oflnput-"'the_---unIt D",,,,_014A111C.1111z IIcr-l_' 
(ar __ """",J. .",...04_ 5W tIlIttsx 1 
"'" contTOIpermlfrlli/USfment "the bass - up 0> III - 01 III 04 _ 650 tIlItts x 1 
_upO>f8dB. 
VaJlablolli/ustment_,5O>4O/Iz. .",.".,02_ 650 tIlIttsx I 
771;, amp _'" RCA type jac/r$ for high impodanco Input l1li 0 2 ... 650 tIlItts X 1 
Use these wfthcarstereo output which uses RCA typf connector cables. .,.,..,.. lfXXJ ~ttsx 1 
Tbslnput sensitivity of adjuStm6nt rafI(JBS from 8V tr12OOmV. ,., .,.. 2000 ~tts x 1 
VaJlabie lIi/u,fmen' from 50" f50Hz. _,.".,.."., 3IJIJI) tIlItts X I 
Adjust th8 low pass 'ignal via th8 enclosed "mot> control. __ ____ 15 Hz-150 Hz ___ _ 
Shift Illows 0 rmgrees 180 degrees. IJ~I'''''-

Tbis iITIP flatures RCA jacks or AUX line outputs. """, """.",., 
Use thIJSB for unlimited system expansion trJ the naxt VECTOR. _1eteI.,. ---- 10K Ohms 
T11is Indamr is illuminattJd in GREEN wh9ll power Is applisd. """,..""", ---- O.2V-8V 
111;s indica.trJr is illuminamd in RED when tfIe built-in protsction circuitry ,." 1eteI/JpIfJ 200mV-8V Adjustable _ _ _ 
is actirItsd. 
IIASTER/SlAVf signBI f2iJ1e. ". - >95dB 
In tIM SLAVE-Modi thtJ iflJplifiBr Milts as (I SLAVE amp. this mdlns dIIIIeI."".". >65dB 
only thIJ audiosigmll of the MASTER amp will be ,mplJfi6d. __ tiIIJtI 
AJI controllsls on t!Js SLAVE Amp are rrithout function and will btl mumBd 11ft,. ----
bythollASTER 1U1I/I. llallal----In fMlIASTER-Modo (Low Pass"""'" JJfXI are abIo" /imIt IfII f",,_ _ _____ _ 

".-witflthe,OWPOSS-.NlCOIJ_,.IIBICiM. __ _ 
llMfuu_lfII_andyourcar. __ fromshort ---____ _ 

titr:uitCOlJdiOOns. --Us. _ COIIII6CIoIs 0> _""""ground. and """" "'IIHJII contTOI ... _ ----
"themplifiel. ..... _ .... 5(I<1x2 

50Hz-150Hz - - -
0-+18118 
15-40Hz 

2-8Ohms 
1-8 Ohms 

171m ~nnlfllls." 0> gumn ... high conducrMtt and _mum _los.. _IWII..... 14.4V DC Neg. Ground (10.5-16V) 
tiIIeaifar (It lB. I) 

_ 21Ox45.2x360 
_ 10.63x1.18114.11 

VECTOR OWNI.'S MANUAL - , Q 

features and controls 
I ch limp VCT-3000D 

power LED -.::::~====:t=t=t1==t====t=1=r1=t=t====::::::::.... prtXectiooLED 

input sensitivity switch phase control ler 

input level control bass boost II!YI!I contrDl 

sub sooic level control rerrde control 

low level inputs low pass finer L.. _____________ AUX Ii",otJIjJli:! 

master/slavemodeswil!:h :=============~_J master/slave ca~, port 

L.. ____________ power,"", 

~ VECTOR 0 I!a's MANUAL - " 



electrical connections stereo Input connections 
VCT-2DID • VCT-26ID • VCT-.qIlD 2 ch amp • VCT-2DID 

@ 000000000000000000000 

II~i~1 
Dalng low IBVBllnputa 

000000000000000000000 

L..-__ I@ el12Vbattery 

head unit 

..... "" ..... @® An GA. ~ 
L@R 

to remote turn-on [§~I 
+12V 

head unit 

l/R Audio 
Outputs ..... --------"1l;;J~a 

VCT-ISDDD • VCT-3DDDD 

000000000000000000000 
Dalng high IBvBllnputa 

1;:;11 
= = 

12V battery Ie <t> 1 -_ ...... 

head untt L 

1@jiiii#!1 to remote turn-on - HI lEVEL INPUT ADAPTOR ANOTHER VECTOR AMPLIFIER 

+12V from speaker tenninals 

;;/;u;;;;; VEe OR 0 NII'I .KU L - .z ;;/;u;;;;; VECTOR O •• I!.'I MANUAL - , J 



mono Input connections stereo Input connections 
2 ch amp • VCT-2010 2 ch amp • VCT-2610 

ualng low levellnputa ualng low levellnputa 

head unit 

ljRAudio 
To a second amplifier Outputs ..... ---------1J;~ 

Y Adaptors 

ualng high levellnputa ualng high levellnputa 

0000000000000 

~lll~~ ~ 
0000000000000 

"""",""" ...... ~...... A JID"l §~ ~ 

HI LEVEL INPIIT ADAPTOR 1-__ ...... ANOlliER VECTOR AMPLIFIER 

::~H~I L~EVEL~INP~UT~AO~APT~O~R ~:~~~:~~t::::::j::::3 HI LEVEL INPIIT ADAPTOR 
from speaker terminals 

;;f;;;;;;. VEe OR 0 NUl'S AIIU L -

ANOTHER VECTOR AMPLIFIER 
from speaker terminals 

;;f;;;;;;. VECTOR OW"l!a's MANUAL - 15 



mono Input connections 
2 ch amp • VCT-2610 

ualng low levellnputa 

To • second amplifier 

Y Adaptors 

uRlng high levellnputa 

000000000000000000000 

@@ ~]qJ!f~ T 
L @i • 

HI LEVEL INPUT ADAPTOR 1:3::::::t t=E:I HI LEVEL INPUT ADAPTOR 

from speaker tenninals t::::IC===J-----' 
;;f;;;;;;. VEe OR 0 NUl'S AIIU L - I 

speaker connections 
2 ch amp· VCT-2010 • VCT-2610 

Btereo Output mode 

@ 000000000000000000000 

@ 

iIIll!1l1 2 1,"";,)11 
H-DUEH 

I []]]] I 
~~lMf 

Bridged mono Output mode 

+~ « • 
LEFT speaker 

2·4 OHMS 

000000000000000 

m~lIiill ~ 
~ 

H-DUER 

I []]]]I 
~~W'f 

+~ « • 
RIGHT speaker 

2·4 OHMS 

« • 
MINIMUM 
SPEAKER 

IMPEDANCE 
4 OHMS! speaker 

;;f;;;;;;. VECTOR OW"l!a's MANUAL - 17 



Input connections 
.q ch amp VCT-.qIlO 

ualng IDW levellnputa 

;;f;u;;;;; YEC OR 0 

0000000000000 

@®~:~r~~ 
""'~-'"""@ - -- - ==.=:; •• ~~ 

URAudio 
Outputs L..--ill;;~ 

NII'I .KU L -

head unit 

URAudio 
Outputs 

ualng high level inputs 

000000000000000000000 

®~~ ®@~j§j{~ ~~(?) ~ 
~Dlln~ --Dl5I4~ 

l~iUat3/1 1ft' a-DOER 

I ~A'~III-DUER DlI/2 
II'I'FULJ. f 

1
"'311 :uw II-DOER 

ITTTTTT1 II-DOER 
WilllJ DlI/2 

II'I'FULJ. f 

I J7!.Dl3/4 WilllJ a-DYER 

~~ rrrrrTll a-DOER 
WllllJ DlI/'2 

II'I'FULJ. f 

speaker connections 
.q ch amp VCT-.qIlO 

2·11 OHMS 2·11 OHMS 2·11 OHMS 2·11 OHMS 

subwoofBr 
4·11 OHMS 

;;f;u;;;;;-=VE=C=TO=R~O=.cc'.I!. 'I • A JII U A L - , 9 



mono Input connections 
I ch amp VCT-ISDDD • VCT-3DDDD 

Interconnection Low Paaa·mode 

maater 

Him r 
;;f;u;;;;; YEe OR 0 NII'I .KUL-.10 

speaker connections 
I ch amp VCT-ISDDD· VCT-3DDDD 

Interconnection Low Paaa·mode 

+ • • speaker 
2·IOHMI 

speaker 
'·80HIIS 

00000 

~s;-;;;;;;-;:i'f' I;:; II 

+ • • speaker 
2·IOHMI 

00000 

.IIIIIOIMIII( 
1;:;11 

;;f;u;;;;; VECTOR O •• I!.'I MANUAL - 21 



speaker connections 
I ch amp VCT-ISDDD • VCT-3DDDD 

Interconnection master/Hlave mode 

Interconnection example 1 lubwooFer with a Iingle-Yoicecoll 

maIler 

Hlave 

;;/;u;;;;; VEe OR 0 Nil'. .KU L - .11 

+ 
<~. 
subwoofer 
2·8 OHMS 

speaker connections 
I ch amp VCT-ISDDD· VCT-3DDDD 

Interconnection master/Hlave mode 
Interconnection example 1 aubwooFer with a Dual-Yolcecoll 

~ 
RJlIIE I4ISIEIII ~ 

maater 
© 000000 00006 °0000 

I •••• -: :: [;:; [I 
.. - § FIIEIO(? 

Hlave 
The subwoofer on the SLAVE + __ + 
amp neOOs to be comected .-. SubwoofBr Voice CII2 
wilh a converse polarily « • 1·1 aHII' 

Interconnection example 2 aubwooFer with Hlngle-Yolcecoll 

maater 

Hlave 
The subwoofer on the SLAVE + -
amp needs to be connected .". Subwoofer 2 
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mounting and Installation 

• 
Your new I:lmzar Vector 'Series amplifier comes complete with all required mounting hardware. When determining a suitable location in your vehicle for the amp, please remember 
that it is a high-power electronic ~evice capable of generating high heat. 

For this reason, IIWIJI choDSe alocllion in JIIur vehicle which hIIlow ,ibrltion,adequlte ventilation,l minimum a' dust,lnd no moisture. Be sure to 
mount the amp in such a manner as to allow reasonable airtlow over the cooling fins. 

Milk the loellion lor the mounting screw holes by positioning the amp where you wish to install it and use a scribe (or one of the mounting screws) inserted in each of the 
mounting holes to mark the mounting surtace. If the mounting surface IS carpeted, measure the hole centers and mark with a felt tip pen. 

lefore attempting to drill the mounting holes, take note Dllny wires,lines or other devices in JIIur vehicle which may be located behind the mounting 
surface! Then drill pilot holes in the mounting surface for the mounting screws and insert them. Tighten the screws securely. 
• • • 

Use at least B gauge wire for power and ground connections. 

Wire the amplifier directly to the car battery. 

For the ground connection, use the shortest possible wire to a good chassis ground point. 

Lanzar Vector Series amplifiers feature built-in fuse systems. These fuses protect both the 
amplifier and the electrical system in your vehicle from fault conditions. If you ever need to 
replace the fuse in your Lanzar Vector Series amp, use a fuse of exaclly the same type and 
rating. A different type or rating of fuse may result in damage or fire. 

;;/;u;;;;; VEe OR 0 NII'I AKU L - .z. 

troubleshooting 

p'rotectlon 
clrcultru 
The built-in protection circuitry in the Lanzar Vector 
Series amplifiers will disable the amplifier if it senses 
an input overload, a speaker short CIrcuit, or extreme 
temperature conditions. 

When the protection circuit is activated by any of 
these conditions, the Protection LED will be 
illuminated. 

If this occurs, carefully inspect the system to 
determine the source of the problem. 

• If the shutdown was a result of a thermal overload 
condition, allow the amplifier to cool down before 
attempting to restart it. 

• If the shutdown was a result of an input overload, 
or speaker short circuit, be sure to correct the 
condition before restarting. 

The amplifier can be restarted by turning the remote 
power OFF and then ON again. 

ID output_ 
Confinm that all terminal strip connections are secure and tight. 

Check both in-line and buill-in fuses. Both the + 12V and the Remote tenminals roost have + 12v referenced to chassis 
ground. 

Confinm that the audio signal source (car radio, equalizer, etc.) is connected and is supplying output Signal. To 
check if the amp is supplying signal, unflug the cables from the signal source (but leave them plugged into the 
amp). Briefly tap the center pin of each 0 the disconnected RCA plugs with your linger. This should produce a noise 
(feedback) in your speakers. 

Only Dne chlnnelwarks_ 
Conlinm that all terminal strip connections are secure and tight. 

Check the Balance control on the head unit (or other source) to verily that it is set to its mi~oint. 

If you are using the Low Level RCA input, reverse the input plugs at the amplifier (i.e., switch the L with the R). If 
the channels which is silent switches to the other side, the problem is either in the head uniVother source or the 
connecting cables. 

WIIk Dutput_ 
Readiust the Input Level Control(s) to better suit the input signal. 

IDlse In Ih. audfD_ 
If the noise is a "whine" whose pitch follows the engine speed, contirm that the amplifier and any other signal 
sources (head unit, etc.) are properly grounded . 

If the noise is a "clicking" or "popping" noise whose rate tollows the engine speed, this usually means that the 
vehicle is equipped with resistor spark plugs and wires, or that the ignition is in need ot service. 

Check the rounting ot the speaker and input wires to make sure they are not adjacent to wires which interconnect 
lighis and other accessories. 

If the above steps fail to improve or clear noise interference, the system should be checked by a professional mobile 
audio installer. 



precautions 
Do not operate the amplifier wfleo it is unmounted. 
Attach all audio system components securely within 
the automobile to prevent damage, especially in an 
accident. 

Do not mount this amplifier so that the wire 
connections are unprotected, or in a pinched 
condition, or likely to be damaged by nearby objects. 

Before making or breaking power connections in 
your system, disconnect the vehicle battery. Confirm 
that your head unit or other equipment is turned off 
while connecting the input jacks and speaker 
terminals. 

If you need to replace the power fuse, do so only 
with a fuse identical to thai supplied with the amplifier. 
Using a fuse of a different type or rating may result 
in damage thai isnl covereO in the manufacturer's 
warranty. 
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