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Specification R5.122 R5.124

Fs (Hz) 24.82 25.79

Qms 5.00 4.81

Vas (L) 81.43 84.52

Cms (mm/N) .191 .199

Mms (g) 216.37 191.86

Xmax (mm) 15

Xmech (mm) 30

Qes .53 .56

Re (Ω) 3.61 7.23

Z (Ω) 4 8

BL (Tm) 15.21 19.97

MAX Power 2,000w

RMS Power 1,000w

Qts .48 .50

Efficiency (1w/1m) 85.60dB 85.98dB

Impedance DVC 2 Ω DVC 4 Ω

6.50” 7.00”
4.25”

12.625”

2.25”

7.00”

11.00”



Recommended Sealed Enclosures Recommended Ported Enclosures

Airspace QTC Tuning Airspace Round Port Tuning

Min. 0.75 ft3 .884 52.5 Hz 1.75 ft3 4” x 15.25”L 33.3 Hz

Opt. 1.00 ft3 .785 50.3 Hz 2.00 ft3 4” x 14.5”L 31.1 Hz

Max. 1.25 ft3 .725 49.5 Hz 2.25 ft3 4” x 14”L 29.3 Hz

 

2 R5.122 wired for .5Ω
2 R5.124 wired for 1Ω
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